








Sanderson House, Badminton School, by Mitchell Tavlor Workshop
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Inside, the plan consists of double-loaded
corridors on the first and second-floors,
serving bedrooms and staff apartments,

The space created between the two ‘wings'
functions as circulation and social space.
Social rooms benefit from spectacular views
across Bristol through full-height windows.

‘The client was in complete control of the
interiors, and imposed its choice of materials,
furnirure, lighting and carpers. Mirchell
Taylor Workshop's proposed colour scheme
wis toned down and bedroom doors are now
the only splashes of colour. The school’s stand-
ard-issue oak beds even dicrared the place-
ment of windows in the facade.

One telling example of the degree
ur-r.'nmpmrnicr on the interiors is in the
dormitory corridors. Despite double-loaded
passageways, the architect created small
thresholds by tapering walls towards and away
from bedroom doorwavs. An ugly shadow-
gap accentuates the conflict between this
non-standard geometry and the square panels
of the suspended ceiling,

This project is admittedly full of ‘might
have-beens', but Badminton School should be
applauded for commissioning Mitchell Taylor
Workshop - a small, relatively unknown firm.
Bristol City Council's planning department
oo wils cooperative: on a site visit, planners

were persuaded thar the building they had
previously ruled too close to the boundary
wall should instead oversail it. Bur Mitchell
Taylor Workshop could have done more to
pacify the building’s neighbours. One NIMBY-
type local threw a stone at the building,
damaging the powder-coated aluminium
panel of a first-floor window = an as yet
unrepaired blemizh on Taylor's ‘money shot”, ll
—

Start on site date July 2007

Contract duration 14 months

Form of contract Traditional JCT ICD 05
Gross external floor area 1,309m7
Total cost £2.5 mitlion

Costperm” £1 55
Client Badminton School Governors
Architect Mitchell Taylor Workshap
Structural enginear/planning supervisor
Hyder Consutting

Services engineer BF & A Consultants
Quantity surveyor Paior Ballingall Associales
Timber cladding Fuzswood

Main contractor Carier Construction

Annual CO, emissions 33 5ka/m”
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